
CR8-SDC Slip and Drive Rollformer 

Direct Drive 
Oil bath gear 
Reduction    

Extended  Entrance tables 
and gauges stabilize sheet 
feeding 

Made in the USA 

Features Specifications 

The CR8-SDC Rollformer  produces Slip and Drive cleats on the inboard rolls. 2 Auxiliary 
roll sets can be mounted on the outboard roll shaft extensions. Optional rolls include 
Pittsburgh and Snap Lock Male and Female seam and Acme rolls. Precision craftsman-
ship and materials with direct drive oil bath gear reduction make the CR8 the quietest 
machine in it’s class! See the difference, hear the difference! 

•  8 Forming Stations 
• All Welded Frame Construction 
• All Gear Drive (“off the shelf”) 
• Self-adjusting Full Gauge Range 
• Oil Bath Gear reduction transmission 
• US Hardened tool steel entrance gauges and rolls 

last a lifetime  
• Maintenance  free Anti-friction sealed Roll Bearings 

Gauge Range (S cleat)20-26 Ga. (1MM-0.6MM) 
Length…………………………... 70” (1780MM) 
Passline Height…………………..…34” (700MM) 
Width………………………..…..      .24” (610MM) 
Motor………………………...………….    5 Hp 
Voltage……………………..………220 /380/ 440 
Electrical……………….…..….3 Phase / 50/60Hz 
Shipping Weight………...1000 Pounds (455kg) 
Line Speed………….………..75 FPM (23MPM)




